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The following values are based on precise calculations performed on calibrated lamps and luminaires, and their configurations, whereby gradual,
unavoidable deviations can occur in practice. All guarantee claims are excluded for the specified data.

This exclusion of liability applies irrespective of the legal grounds for both damages and consequential damages suffered by users and third
parties.
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1 Luminaire data

1.1 NEMO Studio, SLACKLINE REGULAR WW 1m (BSLA__10G26WAA)
1.1.1 Data sheet

Manufacturer: NEMO Studio

BSLA__10G26WAA SLACKLINE REGULAR WW 1m
Luminaire data Equipped with

Quantity 1
Luminaire efficacy : 57.5Im/W Designation . Source
Classification : A40 199.9% 10.1% Colour : 3050 K
CIE Flux Codes : 447795100 110 Luminous flux ;862 1Im
UGR 4H 8H : 26.1/27.9 Colour reproduction .97
Power . 15W
Dimensions : 1000 mm x 21 mm x 13 mm
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1.1 NEMO Studio, SLACKLINE REGULAR WW 1m (BSLA__10G26WAA)
1.1.2 LDC

150° 180° 150°

CO C90 cC180

0° | 346 | 346 | 346
5° | 349 | 353 | 349
10° | 342 | 347 | 342

120° 120° | 15°| 332 | 341 | 332
20° | 322 | 336 | 322
25° | 309 | 327 | 309
30° | 290 | 314 | 290
35° | 271 | 305 | 271
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50° | 207 | 252 | 207

90° N 90° 55° | 179 | 228 | 179
60° | 153 | 199 | 153
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100 y 70° | 98 | 132 | 98
75° | 70 | 93 | 70
80° | 44 | 52 | 44
500 gg 20 | 19 | 20
600 600 6 1 6
A X cd /1000 Im
300
30° 0° 30°
— Cco/c180 e C90/C270
cd /1000 Im
Manufacturer : NEMO Studio
Order number : BSLA__10G26WAA Luminaire efficacy : 57.5 Im/W (A40)
Luminaire name : SLACKLINE REGULAR WW 1m Light distribution : sym. to C0-C180 / C90-C270
Equipment : 1 x Source 15 W/ 862 Im Beam Angle : 110.7° C0-C180
Dimensions : L1000 mm x W 21 mm x H 13 mm 127.1° C90-C270
File name : BSLA__10G26WAA.LDT

NEMO Studio - Lungo Dora P. Colletta, 113/9 - 10153 Torino (ltaly);
tel (39) 011 765 73 01; NEMOLIGHTING.COM
Relux1 Page 3/4



Object
Installation
Project number
Date

SLACKLINE REGULAR WW 1m NEMOSTUDIO

: 19.03.2020

1.1 NEMO Studio, SLACKLINE REGULAR WW 1m (BSLA__10G26WAA)
1.1.3 Cone diagram

Offset [m] Cone width [m] llluminance [Ix
C0-C180 Plane C90-C270 Plane

1.0 2.8914.02 297.9

2.0 5.79 | 8.04 74.9

3.0 8.68 | 12.06 33.1

4.0 11.58 ] 16.08 18.6

5.0 14.47 ] 20.10 11.9

Note: The illuminance is calculated with [(gamma=0)!
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