Apparecchio

Codice 800PRPFWS511_23W

Nome  PROJECT.165 WS SOSP FLUO 23W
Rilievo

Codice LAB.FOR.134/18FTFL

Nome  Nemo_PROJECT.165WS.SOSP.FL20W

Flusso Apparecchio 654.20 Im Potenza Apparecchio 23.00 W Efficacia 28.44 Im/W Rendimento 41.67%
Flusso Lampade 1570.00 Im Valore Massimo 154.24 cd/kKim Posizione C=0.00 G=0.00 CG Doppia Simmetria
UGR
S=0.250
Reflectancies
Ceiling/Cavity 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Walls 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3
WorkingPlane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
RoomDimensions | ViewedCrosswise ViewedEndwise
x=2H y=2H 211 22.3 214 22.6 22.9 21.2 224 215 22.7 22.9
x=2H y=3H 224 23.6 22.7 23.8 24.2 225 23.7 22.8 23.9 24.2
x=2H y=4H 23.0 241 23.3 24.4 24.7 23.1 24.2 234 245 24.7
x=2H y=6H 234 24.4 23.8 24.7 25.2 235 245 23.9 24.8 252
x=2H y=8H 23.6 24.6 24.0 24.9 25.3 23.7 24.7 241 25.0 25.3
x=2H y=12H 23.7 24.7 241 25.0 255 23.9 24.8 24.3 25.2 255
x=4H y=2H 217 22.8 221 23.1 235 218 22.9 22.2 23.2 235
x=4H y=3H 23.3 24.2 23.7 24.6 25.0 234 24.3 23.8 24.7 25.0
x=4H y=4H 24.0 24.8 24.4 251 25.6 241 24.9 245 252 25.6
x=4H y=6H 245 252 25.0 25.6 26.2 24.6 254 251 25.7 26.2
x=4H y=8H 24.7 254 25.2 25.8 26.3 24.9 255 25.3 259 26.3
X=4H y=12H 25.0 25.6 254 26.0 26.6 251 25.7 255 26.1 26.6
x=8H y=4H 24.3 24.9 24.7 25.3 25.8 24.3 25.0 24.8 254 25.8
x=8H y=6H 24.9 255 254 259 26.5 25.0 25.6 255 26.0 26.5
x=8H y=8H 25.3 25.7 25.8 26.2 26.8 254 259 259 26.3 26.8
x=8H y=12H 25.6 26.0 26.1 26.5 271 25.8 26.1 26.2 26.6 271
x=12H y=4H 24.3 24.9 24.7 25.3 25.8 24.4 25.0 24.8 254 25.8
x=12H y=6H 25.0 255 255 259 26.6 251 25.6 25.6 26.0 26.6
x=12H y=8H 254 25.8 25.9 26.3 26.9 255 25.9 26.0 26.4 26.9
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