
Luminaire
Code PRJ EDW 51
Name Projecteur 365 fluo 30W
Measurem.
Code p3052019
Name Projecteur 365 fluo 30W

Luminaire Flux        1010 lm Luminaire Power   30.0 W Efficacy   33.681 lm/W Efficiency  52.08%

Source Flux        1940 lm Maximum value 182.03 cd/klm Position C=0.00 G=5.00 CG Double Symmetrical

mm 004thgieHmm 003.maiDerianimuL dnuoR
Round Luminous Area Diam. 300 mm Height 0 mm

2m 000000.0°081 enalP no aera gnittimE2m 686070.0aerA suonimuL latnoziroH
2m 000000.0°072 enalP no aera gnittimE2m 000000.0°0 enalP no aera gnittimE
2m 001710.0°67 ta aera eralG2m 000000.0°09 enalP no aera gnittimE

lacirtemmyS elbuoDepyT yrtemmySGCmetsys etanidrooC
09elgnA ammaG mumixaM0002-10-72etaD

ml 0491 xulF tnemerusaeM00.0 ecnatsiD tnemerusaeM

Operator Rated Voltage 
tnerruC detaRerutarepmeT

Humidity Photocell
Notes

Luminaire Sources
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Fluo Philips Tornado E27 Fluo Philips Tornado E27 1940.00  30.00 1
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 Diam=300mm 

C Halfplanes
180.0 0.0
270.0 90.0

ULOR  0.00 %

DLOR 52.08 %

RN  0.00 %
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