NEMO

Luminaire
Code  AST EWC 52
Name  Asteroide diam.30
Measurem.
Code  AS3032019
Name  Asteroide diam.30
Luminaire Flux 973.80 Im Luminaire Power 10.00 W Efficacy 97.38 Im/W Efficiency 91.44%
Lamps Flux 1065.00 Im Maximum value 83.26 cd/kim Position C=0.00 G=88.00 CG Rotosymmetrical
Round Luminaire Diam. 300 mm Height 300 mm
Round Luminous Area Diam. 300 mm Height 300 mm
Horizontal Luminous Area 0.070686 m2 Emitting area on Plane 180° 0.090000 m2
Emitting area on Plane 0° 0.090000 m2 Emitting area on Plane 270° 0.090000 m2
Emitting area on Plane 90° 0.090000 m2 Glare area at 76° 0.104427 m2
Coordinate system CG Symmetry Type Rotosymmetrical
Date 27-01-2000 Maximum Gamma Angle 180
Measurement Distance 0.00 Measurement Flux 1065.00 Im
Operator Source Voltage [V] 230.00 V
Temperature 25.00 °C Source current [A]
Humidity 60.00 % Photocell
Notes
Luminaire Lamps
Line Code Name Flux [Im] Pow. [W] Q.ty
E27 Led 10W E27 Led 10W 1065.00 10.00 1
C.LE. 23 48 74 54 91 D DIN 5040 C11
F UTE 050J+042T B NBN BZ 8
135° Angoli Gamma 180° 165° 150° 135°
00
120° 60 120°
Diam=300mm
B0
105° 105°
0
180 90° 90°
Semipiani C
75° 30 75°
180.0 0.0
60
60° 60°
ULOR 41.78 % PO
DLOR 49.65 % cd/K
RN 45.70 %
45° 30° 15° 0° 15° 30° 45°
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